The height of lining plate can be |
adjusted to control the feeding
amount easily, and o regulate the
ratio of material vertically entering into

v

I The movable upper | Feeding pipe of high the impeller and scattering around
cover locking allows its abrasive alloy material the impeller; in this way, the ratio of
easy opening. [ allows long service life. output size can be changed.

Hydraulic open-top system, |

| easy to maintains.

The extended
And thickening
Wear block of high
Strength can crush the materials

Effectively and proleng service '.

Life of main unit. I
e

Note :
Due to keeping innovation,
the specification and
Machine pictures or color
are subject to alteration
without notice!

] _ ] \ Special riveting technology's

.‘ p—fe— | | e \ application increase strength and
/ High manganese i Forged from hardened and toughness of equipment's body |
f steel plate, have { tempered chrome molybdenum —
',' long service life. l .:I steel Particularly large diameters \
| | to suit heavy -duty application | \
| Vertical motor is produced by JI' B " G .
famous manufacturers nationwide I Vertical bearings are produced by the -
and it can operate under various largest manufacture nationwide (ZWZ) and | Distributor of high
working conditions | they can support the upper part effectively chromium iron allows

— {Bearings of SKF also can be used) long service ffe. ]

Double oil pumps design. Only
one of the oil pumps runs for
normal use. The other oll pump

Bearing part should be kept in constant temperature. Qil temperature
keeps above 15°C as long as electnc cabinet powers on. When oil

— temperature is above 50°C, external water supplying system (customer starts to work when pressure

b providing for himself} starts automatically until the temperature falls and flow rate don't reach set

" aa below 50°C. If oil temperature keeps above 70°C continuously for 15 value. When first on out of order,
w ninates, stop signal should be sent to mainframe. Oil pump cycles the ofher starts automatically
AL 1 automatically, If oil temperature is below 15°C after mainframe and fo ensure mainframe normal

oil pump stop, heater starts heating automatically. Qil pump runs cperation.
automatically for five minutes at the same time to ensure almost being
equal betwaen temperature inside bearing tube and oil lemperature in

— oil tank. i can prevent freezing in winter.

PT. Valtekinde Global Intertek



