T31 SERIES FORGING MANIPULATOR

B Product Brief Introduction

Mechanic-hydraulic mioed manipul Alor

Full hydraulic manipulatar

B Main technical parameter

T3 seres Forging mangpulated include: sirmghl moving Type, tumang
around ype, moving ancund type alc many moving types full Indraulic and
mechanie-frpdraulic moed fype, whole mechansm ype ele many driving
types. It can sabsly different requiremants of cuslomers.

Fonging manipulabor can finish five kinds of motions: the vehicle walks Iroaly
on the tramroad, the frame of clamp con move ahead back, R and drop,
incline, twm around. the head of clamp can clamp, kose, rolaie. The whoba
manipulator adopls whole frame structure, driven by molors and makng
wilisals mowe freehy;, the link rod diven By ol cylindér oF motor oF slsal wie
whial makés clamp |if and drop and inding smoathly; the mouth of clamp
fastens and looses completed by pulling rod driven by oll cyinder; the
hollow axis makes e hesd of clamp rolade which is driven by hydraulic
maolor; the whiode frame lurns arcund which is driven by hydraulic motor; the
frame ol clamp & equipped wilth kevel and verlical buibers. The speed of
rotaling part is controlled by ydraulic od, and the rolating pan s also with
aquipmant o prevent suschangas,
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NotecAbove parameders ane standand parameters, it may have some change without inform,

1- Technie novaton e

Uiy Rl SRl voRumn Nrsl. ofarcaio sane sl




